
   

KEY FEATURES

• 4 in 1 fixed dome CANNON series, Smart IR of
50 m, for outdoors

• 1/3" CMOS, 1MP@720p

• 4 in 1 output (HDCVI/HDTVI/AHD/960H) switch
via SAM-3529

• 2.8 mm fixed lens (91.6º)

• 0.05 lux

• Filtro ICR

• OSD, AWB, AGC, BLC, HLC, digital WDR , 2D-
NR

• Built in microphone

• IP67

• 3AXIS

RELATED PRODUCTS

DAHUA-855 
4 IN 1 FIXED DOME CANNON SERIES, SMART IR OF 50 M, FOR
OUTDOORS

• Fixed dome CANNON series with Smart IR of 50 meters
• 1/3" CMOS sensor, 1 MP
• Digital resolution: 720p (1280x720)
• 4 in 1 output switch via SAM-3529: HDCVI/HDTVI/AHD/960H
• 0,05 lux F2.0 (color) / 0 lux (IR on)
• Removable mechanical filter
• Smart IR: 50 m
• 2,8 mm fixed lens (91,6°)
• OSD via coaxial (up to 1.200 m)
• OSD
• AWB, AGC, 2D-NR, BLC, HLC, digital WDR
• Built in microphone
• Power supply: 12V CC (not included)
• Consumption: 2,9W (max.)
• Working temperature-40°C ~ +60°C
• RH: <90%
• IP67
• 3AXIS:wall and ceiling installation
• Dimensions: Ø106 x 93,7mm
• Weight: 440 g

HAC-HDW1100EMP-A-S3

DAHUA-570 DAHUA-574 DAHUA-215 DAHUA-498

DAHUA-1227 DAHUA-1228

https://www.bydemes.com/en/producto/DAHUA-570-cat1-id4399
https://www.bydemes.com/en/producto/DAHUA-574-cat1-id4392
https://www.bydemes.com/en/producto/DAHUA-215-cat1-id3484
https://www.bydemes.com/en/producto/DAHUA-498-cat1-id5471
https://www.bydemes.com/en/producto/DAHUA-1227-cat1-id7293
https://www.bydemes.com/en/producto/DAHUA-1228-cat1-id7294
https://www.bydemes.com/en/producto/DAHUA-855-cat1-id5691
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