
H.264 4/7Ch. SDI DVRs 

Features:

* H.264 4/7 SDI DVRs * CMS software for Multiple DVR 

* Support 1080P/1080i/720P SDI Cameras * Support 3G/ 3.5G Mobile Player 

* Support 1080P Recording Resolution * Support HDMI/VGAOutput 

* 4 Alarm Inputs / 1 Alarm Output * Support RS485 PTZ Control 

* Motion Detection * Support 2*SATA HDDs (3 TB) 

Model 

Operating System Embedded Linux OS 

Compression H.264 for Video / ADPCM for Audio 

HD-SDI Video Input 4 Channels (1080p/1080i/720p) 7 Channels (1080p/1080i/720p) 

Video Output 1 HDMI, 1 VGA 

HDMI Output 1920*1080p , 1920*1080i 

VGA Output 1024*768, 1280*720, 1280*1024, 1440*900, 1920*1080 

Audio Input 4 RCA 

Audio Output 1 RCA 

Alarm Input/output 4 Sensor Input, 1 Alarm Output 

Display Format 1 / 4 1 / 4 / 7 / 9

Recording Resolution 1080p, 720p, 960H, D1, 2CIF, CIF 

Picture Quality 3 Steps (Best / Good / Standard) 

Recording Mode Normal / Alarm / Motion / Audio event / Duration / Schedule 

Recording Rate NTSC: 120fps@1080p / PAL: 100fps@1080p NTSC: 210fps@1080p / PAL: 175fps@1080p 

Playback Format 1 / 4 1 / 4 / 7 / 9 

Search Mode Date & Time, Calendar, Event(Alarm/Motion), Bookmark 

Playback Speed Forward (x1/2/4/8/16) , Backward (x2/4/8/16) 

Network Protocol TCP/IP, SMTP, HTTP, DHCP, PPPOE(ADSL) 

Serial Communication RS-485 x 2 (PTZ & Keyboard Control) 

Web Browser Internet Explorer 5.0 Higher

Event Notification E-mail Notification with JPEG when Event occurs 

Monitoring Software PC Client, CMS, Mobile Viewer 

Archive Device USB 2.0 x 2 

Motion Detection Programmable Motion Detection Areas for Each Camera with 3 Steps Adjustable Sensitivity 

Alarm Duration 5 – 240 Seconds 

Event Log Up to 2,500 events (Alarm/ Motion/ Video & Power Loss etc.) 

PTZ Controller IR Remote Controller / Mouse / Keyboard 

PTZ Protocol RS485 Interface (Support Pelco-P / Pelco-D Protocol) 

Storage Support Internal 2 x SATA HDD (Up to 6TB) 

Power DC 12V/3.5A

Power Consumption 40W 

Working Temperature -10°C~+55°C (14°F~131°F) 

Working Humidity 10% ~ 90% 

Dimension 352mm (W) x 252mm (D) x 71mm (H) 400mm (W) x 340mm (D) x 145mm (H) 

Weight (without HDD) 3.0 Kg 4.0 Kg 
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